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Compact saw for sales counter or preparation room. Effective comminution
and portioning of product in daily operation. Flexible with food whether it is
fresh, frozen or smoked and suitable for production of same weight portions
such as cutlets.

More information
High performance
with a wide range of
solutions and options.

Specifications Facts Details
Dimensions
Outer dimensions

(L x W x H)

592 x 525 x 890 mm

23.2" x 20.7" x 35"
Footprint

(L1 x W1 )

345 x 355 mm

15.6" x 14.5"

Electrical data
Power consumption 400 V, 50 Hz, 2.8 A Three-phase current
IP rating IP x5

Performance data
cutting height max. 250 mm

9.8“
Slicing width min./max. 10 - 190 mm

0.4“ - 7.5“
Housing material Stainless steel

Weight
Machine weight approx. 56 kg

123.5 lbs

Packaging data Machine Bench
Dimensions

(L x W x H)

675 x 600 x 990 mm

26.6" x 23.6" x 39.0"

565 x 525 x 705 mm

22.2" x 20.7" x 27.8"

Options Facts Details
Stand 701 x 661 x 1597 mm

27.6“ x 26“ x 62.9“

Installation dimensions with bench
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Info graphics

Symbols

Dimensional drawings


	1 Info graphics
	2 Symbols
	3 Dimensional drawings

